
Weather Protected Totally Enclosed Air to Air Cooled 
WPII, IC0A1 TEAAC/CACA, IC6A1A6 
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Enclosures Designed for Performance
Global Enclosure Designations for Heat Exchange Designs

IEC and NEMA Enclosure Codes IP IC

Open, Drip proof and/or weather protected 
(ODP, WPI, WPII) IP00 - IP44 IC0A1
Open, externally ventilated 
(machine mounted blower) (ODP) IP00 - IP44 IC0A6
Duct ventilated (separate blower) (TEPV) IP22 - IP44 IC3A7
Totally enclosed non-ventilated (TENV) IP54 - IP56 IC4A1A0
Totally enclosed fan cooled (TEFC) IP54 - IP56 IC4A1A1
Totally enclosed fan cooled 
(machine mounted blower) (TEFC) IP54 - IP56 IC4A1A6
Totally enclosed air-to-air cooled (TEAAC, CACA) IP54 - IP56 IC6A1A1
Totally enclosed air-to-air cooled 
(machine mounted blower) (TEAAC, CACA) IP54 - IP56 IC6A1A6
Totally enclosed water-air cooled (TEWAC, CACW) IP54 - IP56 IC8A1W7
Totally enclosed water-air cooled 
(machine mounted blower) (TEWAC, CACW) IP54 - IP56 IC8A6W7

Pipe Ventilated, Forced Ventilated Totally Enclosed Water to Air Cooled
Ducted - IC3A7 TEWAC/CACW, IC8A6W7
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